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ISO 13715

Aristas:

-0,3
-0,1

+0,3
+0,5

Primer diedro

Medidas en mm
 
Valor de rugosidad Ra en m
 Tolerancias generales roscas métricas ISO DIN 13: 6H / 6g

Tolerancias generales mecanizado: 
ISO 2768-mK 

Lineales (Clase m) Angulares (Clase m)
0.5 - 6 0.1  s/ longitud lado menor

6 - 30 0.2  0- 10 1  50-120 20'

30 - 120 0.3 10- 50 30'   >120 10' Tolerancias generales
piezas soldadas:
 
     EN ISO 13920-AE

120 - 400 0.5 Aristas (Clase m)
400 - 1000 0.8 0,5- 3 0.2   >6   1 

1000 - 2000 1.2   3- 6 0.5 Versión Posic. Modificación Fecha Nombre

DIN A0 Código de identificación

Dibujado 06820134908
Comprob. Hoja Nº   1 Nº Hojas   2

Fecha 06-2021 The reproduction, distribution and utilization of  this
drawing as well as the communication of its contents to
others without  express authorization is prohibited.
Offenders will be held liable for the payment of
damages. All rights reserved in the event of the grant
of a patent, utility model or design.

Escala 1/30
Peso 4540 kg

Designación

CONCRETE STAIRS CAN
OPTIONALLY BE MADE OF STEEL

(NOT SUPPLIED BY DANOBAT)

DETAIL "A"

RAIL HEAD

W
H

E
E

L-
A

X
E

LA
TH

E
-A

X
E

MACHINE-AXE

MACHINE SUPPORTING AREA, LEVELLING 2mm
MACHINE LOAD: 30N/cm2

LIGHT ALL THE LATHE PERIMETER
PAINT ALL THE PIT WIT ANTI-DUST PAINT

IN ALL THE LENGTH OF THE RAIL IN BOTH SIDES OF THE
LATHE THE LINE MUST HAVE A SLOPE=0 thousandth.
RAILS WITHUT SLOPE.

IT IS NOT SUPPLIED BY "DANOBAT":
STAIRS, TEARED PLATES,
PROTECTION RAILS, TRACK LIGHTS,
ELECTRIC CONNECTION BOARD, PNEUMATIC CONNECTION,
MACHINE SUPPORT PLATES

NOTE: For construction dimensions, take these tolerances as a reference:
Tolerance: 1,5 L=length in meters) (ISO 4463-1)

Dimension from plate to top of rail
Comply in points A,B,C and D (see sheet 2/2)

RAIL CUTING DIMENSIONS
TOLERANCE 0/+2

M
A

C
H

IN
E

-A
X

E

RAIL CUTTING DIMENSIONS
TOLERANCE 0/+2

1%

DETAIL
DETAIL

DETAIL
DETAIL

(2x) Plates 300x300x30 (St52-3)
(2x) Plates 300x300x30 (St52-3) (2x) Plates 300x300x30 (St52-3)

D

E

ELECTRIC CONNECTION BOARD
GROUND CONNECTION: 3 Ohmios

PNEUMATIC CONNECTION
 G3/8" 6 bar

INFORMATIC CONNECTION
ETHERNET RJ45

B

C

F

SECTION A-A

LIQUID WASTES PIT
PROVIDE FOR DRAIN

Obstacle free surface

Obstacle free surface

SECTION B-B

A

SECTION F-F

D
(just as an anchor example)

1/8
E

(just as an anchor example)
1/8

(2x) Plates 1500x1250x30 (St52-3)

GRIPS
(fixed to the grid of the 
reinforced concrete)

E-E 
(electrical channel detail)

1/10

"L" PROFIL 40x40x4

TEARED PLATE 5-3

G

1/5
G

"L" PROFIL 40x40x4

GRIPS c/25cm = 5x50x100

D-D
(hydraulic channel detail)

1/10

"L" PROFIL 40x40x4TEARED PLATE 5-3

GRIPS c/25cm.= 5x50x100

1/15
B 1/15

C
DETAIL F
1/15
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ISO 13715

Aristas:

-0,3
-0,1

+0,3
+0,5

Primer diedro

Medidas en mm
 
Valor de rugosidad Ra en m
 Tolerancias generales roscas métricas ISO DIN 13: 6H / 6g

Tolerancias generales mecanizado: 
ISO 2768-mK 

Lineales (Clase m) Angulares (Clase m)
0.5 - 6 0.1  s/ longitud lado menor

6 - 30 0.2  0- 10 1  50-120 20'

30 - 120 0.3 10- 50 30'   >120 10' Tolerancias generales
piezas soldadas:
 
     EN ISO 13920-AE

120 - 400 0.5 Aristas (Clase m)
400 - 1000 0.8 0,5- 3 0.2   >6   1 

1000 - 2000 1.2   3- 6 0.5 Versión Posic. Modificación Fecha Nombre

DIN A0 Código de identificación

Dibujado 06820134908
Comprob. Hoja Nº   2 Nº Hojas   2

Fecha 01-2021 The reproduction, distribution and utilization of  this
drawing as well as the communication of its contents to
others without  express authorization is prohibited.
Offenders will be held liable for the payment of
damages. All rights reserved in the event of the grant
of a patent, utility model or design.

Escala 1/20
Peso 4540 kg

Designación

A

B

C

D

Dimension from plate to top of rail 200 2
Comply in points A, B, C, D

MACHINE SUPPORT PLATES (NOT SUPPLIED BY "DANOBAT"
SHEET MATERIAL: St 52-3
As standard EN 10025 Number: 1.0570 Name: S355J2G3

Just as an example
(depends on customer's rail)

Just as an example
(depends on customer's rail)

Judit
BERRIZBEITIA

PORTAL LATHE FOUNDATION
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